


Easy to maintain and very sturdy

ProTec means large protection
ProTec is a designation to
FCT 1050, which explains
that the machine is equipped
with professional technique
and that the machine has a
very high protection. On the
FCT 1050 with metal detector,
the ProTec system is also an
active element.

Machines with metal detector are all equipped with one set of
feed rollers made of anti-magnetic material. In one roller there
is an electromagnet and if a metal object passes it creates an
electrical impulse and releases a stop pawl. This means that
the overload increases and the clutch of the ProTec system will
be activated. The stop pawl will brake the feeding immediately,
so that the metal object will not reach the chopping rotor.

In the transmission, there is 
an accurate clutch, which 
releases at high or sudden 
overloading, for instance if an 
oak post is on its way into the 
machine.

The machine cannot be started 
again until the feeding has been

reversed by means of the control desk and
the metal object has been thrown out again.

Especially FCT 1050
ProTec is designed

to have a very long life.
The transmission line is

intended for approx. 200
HP and all chains are of

the highest HX quality,
and all sprockets have

been hardened.

German examinations show that it is common
to spend almost 1 hour a day to grease the
machine, adjust the knives etc. on self-propelled
precision choppers. This is a long “unproductive”
work, and therefore JF has made an effort to
reduce this work. The result is that the number of
daily greasing spots has been reduced to 18 pcs.
excl. the PTO drive shafts. Furthermore, grinding
and adjustment of knives are very easy to carry
out. It takes approx. ½ hour per day to maintain
the JF Precision Chop Forage Harvester.

The chute is equipped
with a support, which

stabilizes it on very
uneven ground.

Furthermore, the
chute is equipped
with a replaceable

wearing plate.

The knives have been through a
process called “shot peening”.
The surfaces are bombarded with
small steel balls, so that all micro
cracks are removed and metal
fatigue seldom occurs. 

It is very easy to inspect the
knife rotor. With only one
hand the chute can be folded
down because of a wire and
spring system that ensure the
balancing.

The machine is put into
transport or working position
hydraulically - additional
equipment for FCT 900.

Connection and disconnection
of the trailer is made hydrauli-
cally and without the need
of cord control - additional
equipment for FCT 900 and
FCT 1050.

Metal detector (additional equipment)



Any possibilities
give optimal results

Whole crop
For direct harvesting of
whole crop or the like, we
can offer you a 2.4 m disc
cutting unit. With this cutting
unit, you can harvest almost
ripe cereal crops with a
minimum of waste.

Maize unit
For the trailed FCT 900 and 1050 ProTec there is a 2-row
maize unit intended for the row distance 75 cm +/- 4 cm.
For more ripe maize, we recommend a more serrated
shearbar, which crushes the maize kernels with up to approx.
35% dry matter.

Pick-up
All machines are equipped with a pick-up, which is adapted
to the chopping capacity. FC 850 has 1.6 m pick-up and FCT
900 has the larger 1.8 m pick-up. FCT 1050 has 2.1 m pick-up
as standard but can be equipped with a special 1.8 m pick-up,
if a transport width below 3.0 m is required. Both pick-up
possibilities for FCT 1050 have an extra large clearance below
the pick-up auger
ensuring high
capacity.
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FCT 1050

Figures and Features
  FC 850 FCT 900 FCT 1050 ProTec
Type of drawbar  Side mounted  Trailed  Trailed
Pick-up width  1.6 m  1.8 m  2.1 m
Optional  -  -  1.8 m
Maize unit  -  2 row  2 row
Direct Cutting Unit  -  2.4 m  2.4 m
Capacity*  20-50 ton/h  25-60 ton/h  35-100 ton/h
Metal detector  - -  Option
Tractor requirements
Power, min.  40 kW/54 HP  50 kW/68 HP  70 kW/95 HP
Power, max.  75 kW/102 HP  95 kW/130 HP  140 kW/190 HP
PTO type, standard  1 3/8” - 6 splines  1 3/8” - 6 splines  1 3/8” - 21 splines
PTO RPM  540 or 1000  540 or 1000  1000
Hydraulics  -  1 S  1 S and 1 D
If hitch and hydr. transport conversion  -  2 S and 1 D  2 S and 1 D
Feeding
Number of feed rollers  4  4  4
Reversing  Electric  Electric  Electric
Chopping system
Width of rotor  0.72 m  0.72 m  0.72 m
Number of knives  24  24  24
Optional  -  -  32
Type of knife  Ordinary  Ordinary  HD
Rev. shearbar, w/tungsten  Standard  Standard  Standard
Serrated shearbar for maize  -  Option  Option
Cutting length, theoretical  15 - 30 mm  7 - 15 - 30 mm  8 - 16 - 32 mm
Extra  -  5 - 9 - 12 mm  5 - 12 mm
Grinding  Reverse  Reverse  Reverse
Chute system
Stabilizer  -  -  Standard
Extension for side loading  Extra  Extra  Standard
Replaceable wearing plate (liner)  Extra  Extra  Standard
Chute swivel  180°  180°  180°
Largest dimensions
Height  3.6 m  3.8 m  4.0 m
Width  - 2.8 m  3.3 m
With optional pick-up  -  -  3.0 m
Length  -  5.5 m  6.7 m
Weight with pick-up  1470 kg  1840 kg  2130 kg
Various
Wheel dimension  23x10.50-12  14/65x16/10  14/65x16/10
Optional  Twin wheels, right  19/45x17/10  19/45x17/10
PTO drive shaft with wide-angle joint  -  1 pc.  2 pc.
Side mounted support wheels for pick-up  -  Extra  Extra
Drawbar for trailer  with clevis and tongue -  Extra  Extra
Drawbar for trailer with hitch Incl.  Extra  Extra
Drawbar for trailer with lateral offset hitch  Extra  -  -

* Measured at 20% dry matter
Some photos may show products with additional equipment. See price list for current standard and additional equipment. We
reserve the right to change the construction and specification details without notice.

P
B

G
B

-0
94

X
 · 

04
.0

2 
· P

rin
te

d 
in

 D
en

m
ar

k 
by

 L
an

ge
nb

er
g

JF – at home in your field!

JF-Dealer

JF-Fabriken - J. Freudendahl A/S · Linde Allé 7 · Postbox 180 · DK-6400 Sønderborg · Tlf.: +45 74 12 52 52 · Fax: +45 74 42 58 08 · www.jf.dk




